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Model Stroke 
(K)    

L1/L2 H1 Lost Load
thickness (mm)
excluding forks

CoG1
(mm)

CoGv1
(mm)

CoGv2
(mm)

Own
weight

MHEH 20 0300 540

1-2000

0300 0860/1160

343 770 654 50

30 415 540 129
MHEH 20 0500 540 0500 1020/1520 31 495 680 147
MHEH 20 0700 540 0700 1220/1920 32 585 830 167
MHEH 20 1000 540 1000 1520/2520

540

33 720 1045 197

MHEH 20 0300 600

1-2000

0300 0860/1160

343 830 714 50

28 426 570 135
MHEH 20 0500 600 0500 1020/1520 30 489 714 154
MHEH 20 0700 600 0700 1220/1920 32 575 876 174
MHEH 20 1000 600 1000 1520/2520 33 708 1112 203

MHEH 20 0300 700 0300 0860/1160

343 930 814 50
28 426 571 145

MHEH 20 0500 700 0500 1020/1520 29 487 716 164
MHEH 20 0700 700 0700 1220/1920 31 573 878 183
MHEH 20 1000 700 1000 1520/2520 33 704 1115 212

MHEH 30 0300 790

2001-3000

0300 0930/1230

343 1030 914 50

25 464 623 195
MHEH 30 0500 790 0500 1130/1630 27 516 773 219
MHEH 30 0700 790 0700 1330/2030 28 590 938 240
MHEH 30 1000 790 1000 1630/2630 30 709 1183 271

2001-3000

2001-3000

MHEH 30 0300 890
MHEH 30 0500 890
MHEH 30 0700 890
MHEH 30 1000 890

MHEH 30 0300 990
MHEH 30 0500 990
MHEH 30 0700 990
MHEH 30 1000 990
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Model Stroke 
(K)    

L1/L2 H1 Lost Load
thickness ( )
excluding forks

CoG1
( )

CoGv1
( )

CoGv2
( )

Own
weight

MHEH 20 0300 540 /
MHEH 20 0500 540 /
MHEH 20 0700 540 /
MHEH 20 1000 540 /

MHEH 20 0300 600 /
MHEH 20 0500 600 /
MHEH 20 0700 600 /
MHEH 20 1000 600 /

MHEH 20 0300 700 /
MHEH 20 0500 700 /
MHEH 20 0700 700 /
MHEH 20 1000 700 /

MHEH 30 0300 790 /
MHEH 30 0500 790 /
MHEH 30 0700 790 /
MHEH 30 1000 790 /

MHEH 30 0300 890
MHEH 30 0500 890
MHEH 30 0700 890
MHEH 30 1000 890

MHEH 30 0300 990
MHEH 30 0500 990
MHEH 30 0700 990
MHEH 30 1000 990
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Mast Height Extension
2206202201

Possible in combination with KOOI  REACHFORKS® .
Optional: quick change mounting hooks.
Capacities shown are nominal and apply to the attachment and not the lift truck. Other capacities and dimensions on request.
Remark: When tilting mast carriage please contact Meijer Handling Solutions.

Warning:
- Check that when the MHEH is used on a coutnerbalance forklift, the total width (W2) of the MHEH remains within the
fork carriage profile of the forklist.
- When using the MHEH on a Reachtruck, the width of the MHEH (W3) must remain within the lower fork carriage
profile of the lift truck and the MHEH width (W3) remains within the upper carriage profile of the lifttruck.

Optional:
- Camera system

Remark:




